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== HOT-MIX ASPHALT PAVEMENT
(FULL DEPTHI, 9.50%

AGG SHLDR, —
TYPE B, 8", TYP
BIT MATERIALS (PRIME COAT)-

/
SUB-BASE GRANULAR MATERIALT/

o &, 127 AGGREGATE

(PRIME COAT)

TANGENT TYPICAL SECTION

ACCESS ROAD 1

STA 10+87.05 TO STA 13+47.34
STA 14+498.43 TO STA 17+13.63
STA 18+64.72 TO STA 36+19.46
STA 41+70.13 TO STA 45+41.13
STA 48+81.17 TO STA 60+45.36
STA 61+54.39 TO STA 64+77.12°,
STA 65+38.96 TO STA 73+22.00

# GLARE SCREEN BLADE INSTALLATION ANGLE IS 70°
SPACING IS EVERY 1.33' BASED ON A CUTOFF ANGLE
OF 20° (SEE STD 638001)

## SEE FAP 310 CROSS SECTIONS FOR VARIED SLOPES

*GLARE SCREEN

o) ¢
BLADES, 24 18" TO VARIABLE

CONCRETE BARRIER, —
DOUBLE FACE,

42 INCH HEIGHT
(SEE STD 637006
WITH MONOLITHIC
PCC BASE)

HOT-MIX ASPHALT SHOULDER, 8"

SUB-BASE GRANULAR MATERIAL,
TYPE A, 127

AGGREGATE BASE COURSE,
TYPE A, 12"

TURNAROUND PAVEMENT BEYOND ACCESS ROAD 1 AS
SHOWN ON SHEET 78 TO BE HMA (FULL DEPTH) 9.5 &
SUB-BASE GRANULAR MATERIAL, TYPE A 12"

TYP

AGG SHLDR

/
TYPE B 87, TYP //
BIT MATERIALS (PRIME COAT}

SUB-BASE GRANULAR MATERIAL;
TYPE A, 12¢

## HOT-MIX ASPHALT PAVEMENT
(FULL DEPTH), .50

K‘ EXIST GROUND

= AGGREGATE

SUPERELEVATED TYPICAL SECTION

ACCESS ROAD 1
STA 13+47.34 TO STA 14+98.43, 24
STA 17+13.63 TO STA 18+64.72, 8%
STA 36+19.46 TO STA 41+70.13, 5.74
STA 45+41.13 TO STA 48+8L.17, 5%
STA 60+45.36 TO STA 61454.39, 5.74 |
STA 64+77.12 TO STA 65+38.96, 4.65%

* SEE CONCRETE BARRIER DETAIL FOR STA 63457 TO STA 73466 LT
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SUB-BASE GRANULAR MATERIAL;
TYPE A, 127 AGGREGATE
(PRIME COAT)

TYPICAL SECTION
CLAY BASE INGHAM LANE

EXISTING TYPICAL SECTION STA 8+10.00 TO STA 9+88.00

(FULL DEPTH, 9.50"

GRAVEL SHLDR 1~

L "
OIL AND CHIP SURFACE 4 GRAVEL SHLDR 1
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FED. ROAD DIST. NO. 8 ILLINOIS% FED. AID PROJECT

CONTRACT NO. 76311

A EXIST GROUND

STRUCTURAL DESIGN DATA
ACCESS ROAD 1, & INGHAM LANE

STRUCTURAL DESIGN TRAFFIC:
Py=__ 343 Su= 35

ROAD/STREET CLASSIFICATION:
PERCENT OF STRUCTURAL DESIGN TRAFFIC IN

DESIGN LANE:
P=__50

YEAR _ 2014
MU= 12
cLass __IV

TRAFFIC FACTOR:

MINIMUM TF= 0.5

S=__ 50 M=___ 50
ACTUAL TF= 0.0132
AC TYPE= 20

SUBGRADE. SUPPORT RATING:

SSR= __POOR {STA

10+00.00

TO __73+34.17 )

EXIST GROUND

STRUCTURAL DESIGN DATA
ACCESS ROAD 3

STRUCTURAL DESIGN TRAFFIC:

YEAR _ 2014
PV=__ 107 su=__ 1 MU= 4
ROAD/STREET CLASSIFICATION: cLass __IV

PERCENT OF STRUCTURAL DESIGN TRAFFIC IN

DESIGN LANE:

TA 10+12. T TA .0
TYPICAL SECTION WITH CONC BARRIER INGHAM LANE STA 10+12.00 TO STA 11450.00 p_50 s_ 50 Ve__50
ACCESS ROAD 1 TRAFFIC FACTOR: ACTUAL TF= __0.0041
STA 63+10.28 TO STA 73+4+66.00 MINIMUM TF= __ 0.7 AC TYPE= __ 20
SUBGRADE SUPPORT RATING:
SSR= __PODR __ (STA __ 10+42.00  TO __ 21448.06 )
50 Ny
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// / L we HOT-MIX ASPHALT PAVéMENTﬁP EYIST GROUND szggEsg.Lo;:' TP / » HOT-MIX ASPHALT PAVEMENT
TYPE By % TYP BIT MATERIALS (PRIME COAT)- / (FULL DEPTH), 9.50" BIT MATERIALS (PRIME COAT)- / AGGREGATE(FULL DEPTH), 2.50¢
SUB-BASE GRANULAR MATERIAL; AGGREGATE %EEB';_SEH?BANULAR MATERIAL, (PRIME COAT) 2,
TYPE A, 12¢ (PRIME COAT) |
2|
SUPERELEVATED TYPICAL SECTION
TANGENT TYPICAL SECTION TURNAROUND PAVEMENT BEYOND ACCESS ROAD 3 AS ACCESS ROAD 3
ACCESS ROAD 3 SHOWN ON SHEET 82 (BETHANY LANE) TO BE HMA ILLINOIS DEPARTMENT OF TRANSPORTATION
(FULL DEPTH) 9.5” & SUB-BASE GRANLLAR MATERIAL STA 11+14.22 TO STA 15+3.89

STA 10+43.00 TO STA 11+14.22 TYPE & 127 ’ STA 15+91.15 TO STA 17+38.23

STA 15+13.89 TO STA 1549115 REVISIONS TYPIC AI.

STA 17+38.23 TO STA 21+35.06 NAME

* WHEN THE SUPERELEVATION RATE OF THE PAVEMENT IS
BETWEEN 0% AND 4%, THE SHOULDER SHALL BE SLOPED AT 4%
WHEN THE SUPERELEVATION RATE OF THE PAVEMENT
EXCEEDS 4%, THE SHOULDER SHALL BE SLOPED SO THAT THE
ALGEBRAIC DIFFERENCE BETWEEN THE PAVEMENT AND SHOULDER
WILL NOT BE GREATER THAN 8%,

## HOT-MIX ASPHALT PAVEMENT (FULL DEPTH) 8.50" WILL CONSIST OF:
HOT-MIX ASPHALT SURFACE COURSE, MIX C, NTO, 2" AND
HOT-MIX ASPHALT BINDER COURSE, IL 19.0, N0, 7.50”

SCALE: NO SCALE

DATE: 09-04-09

SECTIONS

DRAWN BY: U.J.

CHECKED BY: J.J.C,

ENI206/ S\roadway\typicalh.dgn 37472009 3 10701 FH




